~Z K-VENTIL

MOTROIZED CIRCULAR CONTROL DAMPER
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Motorized Circular Control Damper

CCD-M
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~Z K-VENTIL

MOTROIZED CIRCULAR CONTROL DAMPER

DESCRIPTION:

Volume Control damper is widely used in heating, ventilation and air-conditioning applications (HVAC Damper) in
order to maintain or control the air volume inside the duct. These dampers facilitate the air flow to each zone and
each room to be controlled during testing & commissioning. The blades may be parallel or opposed type
depending on the requirement.

Volume control damper can be mounted either horizontally or vertically. However, care should be taken to mount
the damper, by orienting the blades in the direction of the desired airflow. K-VENTIL provides several types of
volume control dampers to choose from.

Circular Volume Control Damper are commonly used in plenum mouths where flexible ducts are connected. They
are also used in round ducts.

CCD-M : Galvanized sheet metal with actuator

CCD-MF: Galvanized sheet metal with actuator and flange

MATERIAL:

Galvanized Metal Sheet.

CHARACTERISTICS:
e The damper blade is equipped with a gasket.
e Seals gaskets at both ends.
e Connecting shaft for servomotor.
e The actuator (servomotor) is selected depending on the size of the damper, voltage and other technical

details mentioned in the project.

MATERIAL AND FINISHING
e Damper’s casing and blade are made of galvanized steel sheet.

e Rubber sealing gasket.

ACCESSORIES:
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e BELIMO-SIEMENS actuator (servomotor) without safety function.

e BELIMO-SIEMENS actuator (servomotor) with safety function
STANDARD SIZES (mm):

(@ NECK DIAMETER

FUNCTION

(1) Damper blade  (3) Casing
(@ Lip seal (@) Actuator
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DRAWING

CCD-M

aD
©

—— ot
MNominal size oo L
mm mm
100 99 250
125 124 250
160 158 250
200 199 250
250 248 250
ns 314 400
400 398 400

CCD-MF
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Nominal size|— o0 L 0, oD, n
mim mim mm mm
100 99 230 132 152 2 n
125 124 230/ 157 177 4 4
160 159 230 192 212 6 4
200 199 230] 233 253 6 4
250 249 230 283 303 6 4
315 314 280 452 378 8 4
400 369 280 438 484 8 4
SELECTION
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Air flow v
[m3/h] [m/s]

Note

*MR [dB] - Moise leval
*APt[pa] - Pressure loss
“WlmJs] - Air speed
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Circular/Round Volume Control Damper Selection Graph
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ORDER CODE:

CCD-M Gl 1 S 00 D 315

N: Neck Size
D: Neck Diameter

00: No coating

G: Galvanized Metal
Sheet (Standard) RAL----: Powder Coating

A: Aluminum (Optional)

S: Standard
BELIMO: 1 L: Requested Product Length (Special)
SIEMENS: 2
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